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Cat.8.1 Network patch cable, round cable, up to 40Gb/s compatible

S/FTP PiIMF

Plug black

PIN Gold plate 50p*

26AWG

Conductor: Copper

AL-MG braid

Pin out: TIA/EIA568B

Jacket: LSZH

ISO/IEC 11801 Class | 2000Mhz
Fluke Channel Test ISO 11801 channel Class |
IEC60754-2 |IEC 61034

Support PoE per IEEE 802.3af, PoE+ per IEEE 802.3at

Plug Contacts durability: 750 cycles min
Operating Temperature: -10 ~+60°C

Art. Nr. Length
788228 0.25 m
78833S 0.30 m
78850S 050 m
78801S 1m
78814S 1.50 m
78802S 2m
78803S 3 m
788058 5m
78807S 7.50 m
78800S 10 m
788158 15 m

EAN

4043718294527
4043718294510
4043718285471
4043718285488
4043718285495
4043718285501
4043718285518
4043718285525
4043718285532
4043718285464
4043718285549

INLINE® PATCH CABLE S/FTP PIMF CAT.81
HALOGEN FREE 2000MHZ BLACK

Technical Data

Assignment:
Brand:
Colour:

Conductor material:

Data transmission rate:

Design:

Height article:

Operation temperature:

Outer diameter:
Packing:

Patch cable category:
PoE/PoE+/PoE++:
Sheath:

Shielding:

Side A:

Side B:

Signal:

Storage temperature:
Type:

Type of packaging:
UL:

Width article:

Wire size:

11

InLine®

Black

CU (copper)

40 Gb/s

Round cable
1.5cm

-10 to +60 °C

6.2 mm

Retail

Cat.8.1

Yes

Halogen-free (LSZH)
S/FTP (PiMf)
RJ45 plug straight
RJ45 plug straight
Network

-20 to +70 °C
Cat.8.1

InLine® bag 20103A
No

1.5cm

AWG 26
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21.5+0. 2mm| 7. 3
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(® | OVER MOLD |75A PVC (Color same as cable) 2
RJ45 8P8C Shielded Plug, Pin Gold Plated 50U”, The
@ | CONNECTOR Shell plated nickel , Black 2
© | CABLE S/FTP CAT.8 (AWG26 BC*1P+AL-FOIL)*4PATRS+ )
BRAID+ JACKET:LSZH OD:6.240. 2mm
NO. | PARTS NAME SPECIFICATION STANDARD QT’Y
NOTE:

1. 100% OPEN SHORT, MISS WIRE TEST
2.Fluke channel test :
TEST LIMIT:IS011801 Channel Class I(+ALL)
3. PRINTING:InLinE CATS.1 S/FTP 4x2x26AWG/7 LSZH 2000MHz I1S011801
4. ROHS2. 0 AND REACH COMPLIANT
5.Flame retardant (IEC60332-1-2)
Low smoke (IEC 61034)
Halogen free (IEC 60754-2)

CONDUCTOR

INSULATION
BRAID

AL-FOIL
JACKET

Angabe der Kabelldnge
WIRING DIAGRAM

P1 P2
1 X 1 WHITE
2 2 ORANGE
3 S X 3 WHITE
6 6 GREEN
4 X 4 BLUE
) 5 WHITE
7 X 7 WHITE
8 8 BROWN
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ABBILDUNG AHNLICH
IMAGE SIMILAR
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