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eBefore proceeding with installation of
CPU Holder, read these instructions
carefully and follow these procedures in
sequence.

eEnsure that the desk is suitable for the
installation of the CPU holder.

eSome CPUs are viewed differently from
the detail drawing below.

eAfter discard the packaging check all the
parts and fittings according to the

check list as below. If you are missing
any of the parts, please contact the store
where you purchased your products. The
staff will do their best to help you.

/Components included \
with this Package:
(09) CPU Holder ------------- X1

Round Foam Pad X3 set

Note:
Qols Required (Not provided) Screw drivy

Feature:

This CPU Holder is designed with limited
weight capacity and dimension listed as
follows:

e Rotation +/- 180°

e Weight capacity: 10 kg

e CPU Holder width extends from 50mm~100mm.

l:lCtPU Holder height is available from 200mm~358mm.
ote:

Ensure the desired site for the Glide permits
the proper functions of the CPU Holder.

(o1

Guide (02

2 e Locate the glide and mark
the screw holes. Using the
provided screws, securely
attach the glide to the
desired site.

Assembl

/
o Separate the holder,
plastic shutter from the glide.

Note:

4 wood screws are provided,
if Installing onto other stud,
you may need to replace
with suitable fasteners.

9 Secure the holder onto the glide. : .
Then load the entire CPU Holder B
into the glide and move it where ot

specified.

ePlace the plastic shutter into
the corner holes of the glide
as shown to prevent the
holder drop.
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Remove pads cover, adhere to
the places illustrated.

Guide (03

% X3 set

@© LoadtheCPUinto
the holder and
secure it under the
holder.

Note:

according to manual to handle
Cpplled loads.

Ensure the CPU Holder is mounted

7

2008.10.14

Assembly Guide @

And you can using the handle to
sliding and swivel the main
structure.

Note:
Check once the CPU holder is installed
firmly before using.

Check It using this procedure:

a. Turn the CPU holder with all components loaded +/- 180°.

b. With all components loaded, Move the CPU holder
forwards and backwards .
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