Network Video Receiver

Multi-language Quick Guide

English | 32| 57 | B 45E | Francais | Espaiiol | Deutsch | Portugués | Italiano

RX7101

This guide describes the basic functions of RX7101.
K All detailed information is described in the user's manual.
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/!\ Warning Before Install )

(0 Power off the Video Receiver (0 Keep the Video Receiver
as soon as it is found away from the water. If the
smoking or smelt unusual. Network Camera is wet,

power off immediately.

Contact your distributor when such Contact your distributor when such
cases happen. cases happen.

(0 Do not place the Video (O Refer to your user's manual
Receiver around the heat for the operating temperature.
sources, such as television
or oven.

() Keep the Video Receiver ) Do not place the Video
away from the direct Receiver in high humid
sunlight. environments.
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() Do not place the Video (0 Do not touch the Video
Receiver on unsteady Receiver when it's lightening.
surfaces.

S )
®m
() Do not disassemble the (O Do not drop the Video
Video Receiver. Receiver.

(0 Do not insert any object into
the Video Receiver, such as
needles.




\ii 'Check Package Contents )

ORX7101 (O Power Adapter

() Software CD O 1/0 Connector

(O Quick Installation Guide () Warranty Card
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Physical Description
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Power cord General I/O Ethernet 10/100
socket terminal block RJ45 socket



\gé ’Maka Connections )

(O Install the Video Receiver to an Ethernet Network

-

output or s-video output to monitor.
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i i 1.Make video connection from the BNC video
.
= —

2 Make audio connection
from the RCA audio
output to maonitor.
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','5'@", 5.Finally, connect power cord to a power
L= outlet

4.1f you have external devices
such as alarms makes
connection from /O terminal
block or make connection
from 1/O terminal block to
keyboard for camera PTZ
control

3.Use Ethernet cable to make connection
from Ethernet 10/100 RJ45 socket on Video
Receiver to the hub.
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\itl ‘Assign IP Address )

‘A’ Note the serial number from the label on the unit.
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MAC:0002D1XXXXXX
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This serial number is same as Ethernet address,
for example: 0002D1100052=00-02-D1-00-00-12



‘B Assign IP address
() Using Installer program

1.Run the "Installation Wizard" under the Software Utility directory
from software CD.

2.The program will search the Vivotek Video Receivers, Video Servers
or Network Cameras on the same LAN.
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3.After searching, the main > edrogyad o
installer window will pop ol i
up. Click on serial number 1921680207 s
that matches the one you SR i = o

just noted from previous
page.

4.Click "Link to selected —
device(s)" to connect the
Internet Explorer to the
Video Receaiver.
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@ The Internet Explorer Connects to the Video Receiver )
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For further setup, please check the user's manual on the software CD.




